Draft breaking plastic product remnants of factories and houses
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First : Introduction 
The process of grinding or vibration resulting from the remnants of plastic products, industrial and remnants of houses and streets of the important processes to reduce environmental damage arising from the disposal of this through waste through incineration in public landfills affiliated to the beauty and cleanliness or landfill's Special garbagemen and the burning process residues cause so much damage and serious illnesses. 
In recent years adopted many of the industrial products of some industries feeding on plastic products, such as the auto industry has increased the weight of the plastic used 86 kg of the car in 1980 to 160 kg in 1997. 
In industry doors and windows been resorting to compile these windows and doors of small plastic parts used in the manufacture of plastics also handles windows and doors. 
With the increased use of plastic in the industrial products increased need for a process of breaking the old plastic or plastic waste and recycled and re-manufactured to enter into other industries, including the final product, or enter an industry nutritious for some important industries. 

Second : the need to build project 
Leading the break and plastic shredders from industrial waste disposed of in a manner to the sound and healthy without harming the environment can also benefit from this waste as raw materials with a relatively low rate has been the health side of it to avoid the use of plastic injection medical waste or plastic medical instruments used in the process of breaking remnants plastic and to avoid the serious health consequences that can result from this, and must use plastic product of this project in the industries and products that do not deal directly with the rights to avoid health damage resulting therefrom. 


Third : raw materials 
Available raw materials required for this project from garbage collectors and contractors where spawn and plastic materials collected separately or remnants of plastic factories and other factories that produced by the remnants of plastic parts plastic consuming cars or exposed to crashes. 

Fourth : products 
This project produces plastic bags of chopped and products used in various plastic industries and sensitive to be kept away from plastic toys. 

Fifth : substantive elements of the project 
(1) stages of industrialization 
1. Plastic waste is submerged in water basins, with the addition of some large industrial detergents Center liquid soap to wash and get rid of the impurities, oil and grease sediment. 
2. Dried plastic waste in drainage basins 
3. Makes mincemeat of plastic waste in Mincer 
4. The weight of the product is (plastic chopped) and packed in bags of 50 kilometers and can be closed. 



Pictogram of the stages of industrialization 



(2) the size and location : 
The total area is 80 m 2 and include a warehouse for raw materials, storage of products and taken into account when fixing grinder plastic rubber work rules to prevent vibration. 

(3) the required service requirements : 
The project needs 15 kilowatt electric energy source for the operation of 380 volt equipment, lighting, water source and the cost of the service requirements of the project around 750 pounds / month 

(4) machinery, equipment, fixtures : 
Basin money 
Job specifications 
Basins of money galvanized sheet dimensional 2 x 1 x 0.75 m 
Hand-made locally 
The price of the basin pound per 1100 

Drainage Basin 
Job specifications 
Drying of the basin with galvanized tin surface of the clamp is made of stainless steel dimensional 2 x 1 x 0.75 m 
Hand-made locally 
The price of the basin pound per 1100 

Mincer 
Job specifications 
The Digital plastic into small pieces or granules to remove no more than 3 mm dimensions 1095 x 1000 x 1660 mm 
5 k engine capacity. Wat 
Rapid turnover 500 lap / min 
The productivity of 50 kg / hour 
Consumables knives 
Hand-made locally 
Price pound 10500 

The balance pallet 
Job specifications 
The products maximum weight 75 kg payload 
Hand-made locally 
Price pound 2000 

The cost of the equipment used 
Machinery and equipment manufacturer's product quantity unit price Gym 
Local washing basins 2 1100 2200 
Local drainage basins 2 1100 2200 
Local grinder 1 10500 
Balance local pallet 1 2000 
Total 16900 

(5) needed raw materials : 
The type and name of the raw material supplier unit quantity unit price product Gym 
Local tons of plastic wastes 10 5000 500 
Soap means local center kg 60 30 0.5 
Polypropylene bags of 50 kg capacity of local kg 100 25 4 
Total 5130 
It is therefore total price of raw materials during the session capital (three months) 15390 pounds. 



(6) pictogram of the project site : 


(7) Employment : 

Mil job requirements 
He described the action number wage category 
Pay pounds / month 
Pounds 
Project manager project management 600 
NOEL production qualification average production-up 500 
Employment of vibration and maintenance 2 350 700 
Employment regular washing and drying, loading 6 1500 250 
Total 3300 

number : 1 Number of working hours : 8 hours 

(8) project products (monthly) : 
The unit quantity unit price Gym product Gym 
Mincemeat plastics packaging capacity of 50 kg number 196 95 1862 0 
Total 18620 
And the total price of products during the session capital (three months) 55860 pounds. 

(9) packaging : 
Mobilized for products produced in polypropylene bags of 50 kg capacity and closes well. 



(10) quality elements : 
The application of the quality system overall get : 
1. Product quality and conformity to specifications 
2. Reducing waste in order to increase production 
3. Care instructions on the application procedures for Industrial Security 

(11) Marketing : 
Are marketing of the products by 
1. Merchants selling products and plastic materials 
2. Participate in exhibitions 
3. Markets graduates 
The value of expenses during the marketing process about 150 pounds / month
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