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First : Introduction 

Estimated world production of paper, including nearly two hundred million tons annually and produces the United States and Canada about 50% of world production of wood pulp, and about 40% of world production of paper. Most of the production of both pulp or paper in America for domestic consumption, in addition to its importation covers consumption of other states, it consumes only 50% of world production of paper, followed by Canada and the Scandinavian countries, Britain, France, Germany, Japan, Italy and comes after that States other world. 

In the future will be the increase in paper manufacture and consumption more than ever, due to the increase in population and increase the level of education and most important of all, increased demand for information and publications. 

The different types and different kinds of paper fiber material, quality and different types of pulp and also different chemicals and other materials added to the paper, according to the purposes for which the paper factory. 

used for a multitude of purposes ranging from cigarettes to the wrapping paper used in homes furniture and decor paper, and promises to match dishes and cups and paper napkins, and paper and paper packaging various imaging and printing cards for weddings and adhesive tapes ... Etc.. 

personal needs to be addressed up by special makes good photography and self-carbon paper, which is divided into three types are : 
Carbon in the back 
Carbon in the face and back 
Carbon in Lower 
In addition to the possibility of a story to bundles of different dimensions and for office uses, photography, etc. ... We will review some of the items commonly used in the paper markets : - 

1 - newsprint newspapers 
And used in printing newspapers, which is a type Nondurable not last long, manufacture of pulp and pulp powder chemically treated with the addition of some other materials. 

2-paper magazines 
Used in the printing of magazines, periodicals, a type Nondurable not last long, making pulp from the wizard and Genitive some materials that make the roof over a brightness of newsprint and produces different types of weighing different. 

3-printing paper and write 
Used in the printing of books, forms and letters, and others, and manufactured from chemically treated pulp and add to some types of deluxe proportion of Halk textiles is not imbued liquids easily and some types used in the offset printing deal to be resistant to moisture resulting from the process of humidifying the surface layout. 

4-cardboard 
, A name given to the types of paper used in packaging it : 
Corrugated cardboard and consists of three under, two floors of paper involvement - layer corrugated cardboard sheets or vice versa, two cardboard Flat involvement - layer corrugated paper and from the many varieties, used in binding books, it is manufactured degree does not allow him to pass between dolphins drying. According to the paper-manufacturing machine, which still then dried in special furnaces. 

5-paperboard 
One of the many species use the many purposes of the card began a visit to various funds packages of medicine, materials and landscaping food products. And this paper is to address various chemical treatment by the purpose for which it is used will this paper, especially if it was used for the outer some food products, and other items that affect them some factors humidity or temperature. 
Previously, we find that there are many tasks and a variety of forms required by the paper industry both at the stage of processing or manufacturing the final. The proposed project is to prepare and equip a piece of paper and specifications suitable for manufacturing processes or printing later. 

Second : the need to build project 
Goal 
The project aims to prepare and equip a piece of paper and specifications suitable for manufacturing processes or printing and imaging subsequent machining. 

The importance of the project 
Due attention to the importance of the revitalization project several fields such as industry, writers and service areas, informatics and clerical diverse. The availability of raw materials needed for production of both the paper industry through national or imported and the relative stability of prices in local and international markets and the availability of labor required and the ease and flexibility training, product marketing project of the most important elements that outweigh the establishment of this project. 

Third : raw materials 
The project is the basic raw material in paper shall different One of the most important materials used photographic paper 70,80 gm as one of the most significant requirement of raw materials for marketing. 

Fourth : products 
One of the most important products of the project : 
• photocopy paper in not 
• manufacturing and processing envelopes 
• 
Fifth : substantive elements of the draft 
(1) stages of industrialization 
Paper production projects in the huge possible through artistic evolution paper production specifications specific example starts from lap paper, packaging paper ends, and graduated from the production line to use this directly. In the production lines can be limited fragmentation of the industry through the use of paper spawned with specific dimensions and sizes follow the basic identification required for each of latitude and longitude depending on the direction of paper fiber with the knowledge that the majority of fibers in the manufacture of paper is determined in the direction of movement of machine manufacturing, and the fibers in the direction in any longitudinal direction Rib bulk of the perch paper. 

The general thrust is the appropriate direction for the way copyright is Faisal in determining the direction of fibers in the paper, so as not to cause problems in printing, where the direction of expansion and contraction, according to the temperature and humidity or as a result of operations Hydration water. 

Identify and sizes depending on the international system called religion (DIN) is the abbreviation of the German industry specifications. We have adopted this system of the international standard specifications (ie - or S-) I.S.O 

• International Paper sizes : 
Determined sizes International Paper in groups of three (C, B, A) and for the group (A) is of literature in general. The group (B) is used for maps and posters. The group (C) is used for sizes smaller nicest placed in publications (B, A). 

As for the measurements perch envelopes are 917 x 1297 mm so measured (C) 
The basis of size perch paper is the rectangular area square meters (mm million) and the ratio between ضلعيه 1 = √ 2 1414 mm, and it is the dimensions of this rectangle = 841 x 1189 almost for the group A. 
, 1000 x 1414 mm for group B. 












The following is a division of measurements groups A.B.C 
Group A Group B Group C 
Symbol Symbol mm mm mm symbol 
0 A 841 x 1198 0 B 1000 x 1414 0C 917 x 1297 
1 A 594 x 841 x 707 B 1 1000 1 C 648 x 917 
2 A 420 x 594 2 B 500 x 707 2 C 458 x 648 
3 A 297 x 420 3 B 353 x 500 3 C 324 x 458 
4 A 210 x 297 4 B 250 x 353 x 229 4 C 324 
5 A 148 x 210 x 176 5 B 250 C 162 x 229 
6 A 105 x 148 x 125 6 B 176 C 114 6 x 162 
7 A 74 x 105 7 B 88 x 125 x 81 7 C 114 
8 A 52 × 74 8 B 62 x 88 
9 A 37 x 52 9 B 44 x 62 
10 A 26 B 10 37 x 31 x 44 

Note : 
Group C special only. The bags upper aperture (smaller hand Rib), the common sizes smaller follows 







Statement division measurements paper bags (envelopes) 
Measured -3 mm size 
127 x 950 x 305, 229 
127 x 280 x 229 356 
127 x 305, 245 x 305 
229 52 x 245 x 381 
165 x 241 x 279 330 
178 x 305, 245 x 406 
203 x 279 x 444, 356 
119 x 266 x 444, 368 

Agenda measurements cards and cards 
Named measured named measured -3 -3 
Two thirds 38 x 76 x 29 small double 120 
Two thirds Dax 44 x 76 x 92 ad hoc 152 
Civilian 50 x 76 Kurt large 127 x 101 
Brief small 54 x 89 x 104 large Dax 149 
Card increase of 63 x 104 and 108 x 165 ministerial 
A large 76 x 114 x 114 large double 152 
76 x 114 x 149 investigated 178 
Rex 82 x 127 x 120 small quadruple 178 
Kurt 89 x 114 x 127 large investigated 203 
89 x 133 x 140 formal double 178 
Duke 89 x 140 


Pictogram stages of the preparation of paper 







(2) the size and location : 
Needed for this project, an area of approximately 100 meters covered with comprehensive location manufacturing and storage that processed concrete rules to install equipment. 

(3) the required service requirements : 
The project needs 380 volt electricity capacity of 2.5 k. Wat 1.0305 = 3.5 horsepower monthly cost 600 Gym 

(4) machinery, equipment, fixtures : 
Project relies on the use of specialized equipment for the operation and cut paper to achieve higher cruise in the final movement and packaging in addition to obtaining the highest quality and cleanliness of the raw materials and fully be done in pieces and transport operations, management and packaging, weight and counting and therefore must be sequential movements in the production of handling mobile suit by nature product. 
The following tables show the technical specifications of the equipment : 
Clipper 
Job specifications 



Spare longitudinal length of 1500 mm serenity of the pieces 
High effective spare 200 mm 
A maximum width of 1000 mm spare 
High disk of Earth 950 mm 
The maximum thickness of 100 mm pieces 
Dimensions 1450 mm x 850 mm x 1450 mm 
The ability of the engine horsepower 3.5 k = 2.5 ≈. Wat 
The area around 13:00 2 Imami feeding 
The manufacturer importer 
Price 31000 



Piston Hand 
Job specifications 



Pressure casts required for the implementation of the pieces required maximum capacity of 8 tons. 
Area Chinese 500 mm x 500 mm 
Aperture install 60 mm 
700 mm high  
Dimensions 700 mm × 700 mm × 1500 mm 
The area around 13:00 2 from each side 
Hand-made locally 
Price 1750 

MACHINE hydrogenic 
Job specifications 

Restructuring outer form until 70 x 50 
Hand-made locally 
Price 4000 

A delicate balance 
Job specifications 
Weight packages balance until 10 kilograms 
Hand-made locally 
Price 600 Gym 

Works 
Job specifications 
Assembly and testing wood Swedan hints along flogging 1000 x 3000 mm 
Hand-made locally 
Price 3000 

Hand printing machine 
Job specifications 
Printing fitted for the distribution of subsequent articles and means moving the hand area of 50 x 50 mm 
Hand-made locally 
Price 2200 

Equipment used and prices 
Machinery and equipment 
Manufacturer's product quantity unit price (pounds). 
Scissors Paper importer 1 31000 
Piston Hand local 1 1750 
MACHINE breaking local 1 4000 
A delicate balance of local 600 
operation of a local 2 3000 6000 
Local printing machine 1 2200 
Total 45550 


(5) requirement of the project from raw materials (to the capital) : 
Type hand manufacturing unit quantity unit price product Gym 
80 karat white paper domestic package 156 90 1404 0 
Glaucoma 70 karat white domestic package 156 80 1248 0 
80 karat white paper domestic package 100 91 9100 
Publications packaging and cardboard boxes locally 1000 
Cartoon Hasira (two) local perch 1000 0.6 600 
Materials paste local 200  
Total 37420 

Accordingly, the total cost of materials is estimated at about 37420 pounds / month 


(6) pictogram of the project site : 



(7) Employment : 
Mil number requirements of the job description and work gross monthly wage 
Gym 
Project Manager 1 appropriately qualified high (applied arts and photography mechanical packaging) 500 
- An experienced technical hydrogenic 
- An experienced technical packaging 
- Technician assembling and paste 3 1200 
Employment assistance 3 literacy to work in the packing and loading assistance 180 540 
The total cost of monthly wages in 2240 

number : 1 rosy time : 8 hours 


(8) project products : 
Type Quantity total price 
Packaging paper portraying 80 grams 2300 6.5 14950 
Packaging paper portraying 70 grams 2300 7.5 17250 
Bags (nicest) size 
229 x 305 
245 x 381 
203 x 279 
60000 
60000 
120000 
0.14 
0.075 
0.07 
8400 
4500 
8400 
Total 53500 


(9) packaging : 

- The paper in the preparation of a typical number of 500 paper each package as is usual in the market. 
- Being Tincalconite packaging good insulator materials for moisture and strong resistance to the transport situation and use. 
- Are packing to increase efficiency in transport in cardboard boxes double facilitated each fund Package number 12. 
- For the nicest are packed in cardboard boxes nine each box number 50 circumstance appropriate size and placed cans inside cardboard boxes that double within 24 pack cartons each. 




(10) quality elements : 
Quality applied during implementation : 
Stage-pieces : 
• This kind of production is linked to the standard dimensions of the area paper. 
• controls abuses in dimensions in the minimum ± 1 mm 
• must work periodic inspection and control equipment and make sure dimensions before and during harvesting operations. 
- Phase assembly : 
• using weights sensitive to the difficulty of counting of the paper, which may help speed the process 
• Cleaning the most important elements in the product quality paper 
• does not allow for any mistakes however slim dimensions or in the packaging 
• The system must work for the periodic inspection, any product defects preclude automatically excluded producer is not required by the customer. 
(11) Marketing : 
Over the volume of demand for paper products because of the high proportion of cultural awareness and education in society and the frequency of its use in various areas and to increase the competitiveness of these products must take into account the following : 
• The quality of the product (cleaning-weight-dimensional) 
• licenses prices. 
• permanent development of the appearance and form of packaging and ease of handling 
It can be used for marketing these products using one of the following methods : 
• distribution through sales agents 
• promoted through press and publications distributed 

, Through marketing channels following : 
1. Offices 
2. Computer companies 
3. Presses 
4. Bodies 
5. Distribution companies 
6. The project itself. 
(12) health and environmental requirements : 
General conditions : 
• Provide the necessary sources of natural ventilation. 
• Provide means for extinguishing the fire. 
• Provide a permanent source of water from the public network. 
• presence of a public network of sewerage / industrial. 
Special conditions : 
Choosing appropriate for the project site 
• Use low noise equipment 
• Use gloves and Gags 
• Non-smoking areas in the production and storage 
• recycling wastage of production 
• printing recycling sign on the cover of the product 
• Use wooden of storage 
Note : 
• projects within the project is classified white list (a). 
• EIA of the project according to the model of environmental classification (a) and the requirements of environmental law.
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